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II1II LDC's high quality protccti.vc: 
, sbield fits over your existmg stec:l 
• pipe post bollard. The LOC Bollard 
, Guard is manufacturc:d with the 
• bighest qua1ily, extrudcd, high 
, deosily polyethylene plastic, 

speci:fically formulated with 
, ultraviolet protection and anti-static 

additives with a mIDOtb. finjsh 
, Choose from availablc stock colora 

OSHA Y.llow, Rod, Om.ge, lliey, 
II1II Black. Blue, Medium Blue, lII!d Dark Blue. Paircd with a variety of 
, rcflcctivc stripe colOl'l - l'Cd, white, bluc, brown. green, ycllow, arul 

black. 

, LOC. BollordGuudl "", Ibo .... lIable wi1h hl'" , 
Why paint? Simply install an LOC Bollard Guard over your cxisting qualily cu.-. ~H:" 

, steel pipe post bollard and c:lirninatc the husle and cost of regular maintenance. Plus the added benefit _ 
ofimptoved appCl!lJ"8.Dce. 

, AIl LOC Bollard Guarc.:b BRl shipped with an installation kit, the most secure method of'bollard caver , 
, attacbment anywhere, no fastene:rs, no fosm strips.... _ 

Which Size Do You Need? • 
If you BIC unsurc of the outside diameter of the , 
existing steel pipe post, using a flexible tape, liliiii 

measure completely around the outside of1he steel , 
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post for the circum:ference and divide the 
circumference by 3.14 to detenninethe outside , 
diameter. Refer to the chart to detennine which LDC 

, 
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Bollard Guard Bize yon rcquire... _ 

- 5'" LD. 3.5" OD. - 4 7/8" OD. -
--........... _------:-' 

T' I.D. 6.0" OD. - 6 7/8" OD. 

9" LD. 7.5" OD. - 8 7/8" OD. 

-- t...daotn".u·~ · 1000A .... -oodDn,,,,L •• lU, Mw ... O'l uv. l'I'S 
1'" 861 ~~j . ..... ~~)_ 


